
SMART WALL SWITCH H1 EU (WITH
NEUTRAL, SINGLE ROCKER) GREY
Zigbee 3.0 Smart Switch with Remote Control and Energy

Monitoring

REF : AQ-WS-EUK03-G

EAN : 6975833354948

EXISTS IN : GREY

DESCRIPTION :

Based on the Zigbee 3.0 wireless communication protocol*, the Aqara H1 EU smart wall switch is a smart switch that turns

lights and other electrical devices on and off. Once connected to an Aqara hub, it can enable remote control via the Aqara

Home app, scheduled control, and other functions. It can also work with other smart devices as part of smart home

automations.

STRENGTHS :

Versions with or without neutral: The version without neutral can also be used in the presence of a neutral wire.

However, some functions will not be available, and the power limitation is stricter. It is therefore recommended to

stick with the version with neutral if a neutral wire is available in your wall box.

Total compatibility: Supports the most popular voice assistants and ecosystems: HomeKit, Alexa, Google.

Zigbee 3.0 protocol: Enjoy the benefits of the fastest, most stable, and most energy-efficient smart home technology.

Better stability and compatibility (more standardized protocol), better support, and more features.

Compatible with round wall boxes: In addition to square 86 mm wall boxes, the H1 EU also supports European

round wall boxes.

Premium design and metal frame: The H1 EU uses our flagship model, with a sleeker design favored by the majority

of our users. The metal frame makes it more rigid and durable.

3-way configuration with the wireless H1 wall switch: By combining the H1 wall switch with the wireless H1 switch,

you can easily control the same lights from two or more locations without adding extra wiring.

Conversion to wireless switch function: The switch button can be modified to provide an additional "wireless

switch" while the light will be controlled by automations.



Create automated scenarios with other Aqara smart devices: By connecting a motion sensor, the light will

automatically turn on when it detects your presence. By connecting a temperature and humidity sensor, the

bathroom ventilation will automatically turn on when high humidity is detected.

Overheating protection: Thanks to overheating protection, you can be assured that your home is safe.

Energy consumption monitoring and statistics: The Aqara H1 EU wall switch (with neutral) can monitor the energy

consumption of your lights and other devices and generate a power curve diagram to help you easily understand

which devices are the most energy-efficient and which are not.

LED indicator behavior adjustment: The behavior of the LED indicator can be configured via the Aqara Home app.

You can now choose to turn it off completely, turn it on when the switch is on, or vice versa. These options are not

available for the version without neutral.

*An Aqara Zigbee 3.0 compatible hub (including M1S, M2 hubs, G2H camera) is required.

CHARACTERISTICS :

Wireless protocol: Zigbee 3.0

Input power: 100-250VAC, 50/60Hz, Max. 8A (resistive load), µ

Input current: 3V

Dimensions: 85.8×86×37.55 mm

Net weight: 148g

Packaging size: 89x89x60 mm

Gross weight: 221g

Supported temperature: 0°C~40°C (32°F~104°F)

Supported humidity: 0 - 95%RH, no condensation


